COMPONENTS

&

i ]
DESIGN

SLIDE SWITCH

Series Contact Type Poles=Positions Stroke Page

“’1 SL6 ITTE | Silver 1-2 2.0mm 161

L h » N LSS Silver 1-2, 2-2 2.0mm 162
& SD12 Gold 1-3 1.5mm 165

% SS3 Gold 1-2 2.0mm 166

% sS4 Gold 1-3 2.0mm 168

S‘ \,_ MSS(3)(4) Gold 1-2, 1-3 1.5mm 170
‘y \, MSS(6)(14) Gold 2-2, 1-4 1.5mm 171
& SC12P Silver 1-2 2.5mm 172
w SSS Gold / Silver 1-2 2.7mm 173
& NSS Gold / Silver 1-3 2.0/4.0mm 174
\} 528 Gold / Silver 1=2, 1-3 1.5mm 176

H&H Components GmbH Ammerseestrasse 61a D-82061 Neuried

Tel: +49(0)89/244 10 04-0 Fax. +49(0)89/244 10 04-29 E-mail: office2h-components.de www.2h-components.de



SLIDE SWITCH

Slide T
SL6 series op2n) (o \ 2208

FEATURES SPECIFICATION
W '>I<i-7hmm h&;igl?tf | ContactRating  0.1A, 12V DC
%A sharp click feeling Contact
310,000 operation life cycles Resistance AU mEEs
_ ' APPLICATION msulation 100MQ min. 500V DC
% Potable audio Dislectric )
a s¢Instrumentation Strength 500V AC/1 minute
. s#%Radio cassette Operating Force 200+150gf
1 Travel 2mm
Operating Life 10,000 cycles
Operating Temp. -40°C ~ +85°C
Storage Temp.  -20°C ~ +60°C

HOW TO ORDER CIRCUIT
SL6NCHVR © & ©
J 1\—|; Package: (P Q
Poles-Positions: Tape & Reel
2P2T A—B
RoHS & Lead Free Solderable
Timing: (5
Non-Shorting Through Hole CEOM Ei
With Post @ ® o
PACKAGE
<Tape & Reel>
300 pcs
SL6
F%
B i g

|
|
:
|
i
I
[
|
|
6.80

travel 2.00

4.00

—
=

2.60
2.80

M 0.30 P.C.B. LAYOUT

www.dip.com.tw
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SLIDE SWITCH

162

SLIDE SWITCH

LSS series

V

LSSM12-C

LSSAM22-C

%2.0mm stroke
#%Through hole or SMT
¥1P2T , 2P2T models

APPLICATION

% Remote control
s%xConsumer electronics
#Instrumentations

HOW TO ORDER TO ORDER

Slide Direction:
[ ]=Horizontal
M=Horizontal SM.T.
(Only for 1P2T)
AM=Vertical SM.T.
A=Vertical Through Hole

Poles-Positions: —
12=1P2T
22=2P2T

Terminal Length:

(Only for Through Hole)
[ ]=3.00mm L=2.50mm M=2.20mm
N=1.80mm Q=1.50mm R=1.20mm
P=1.00mm S$=0.90mm

Stem Length(Except LSSAM/LSSA Type): —
[[1=2.00mm 40=4.00mm 32=3.20mm

jﬂDD-D-DD- -

Package:

[ =Bag

B=Tube(Only for LSS)
T/R=Tape & Reel

V=RoHS & Lead Free Solderable
Q=Halogen Free

— Stem Direction:
[]=LSS(A) Stem in the Right
LSS(A)M Stem in the Left
C=LSS(A) Stem in the Left
LSS(A)M Stem in the Right

—— []=Without Post(Except LSSM Type)
P=Base With Post

LSS22

B
TRAVEL

Large-sized Type s
(1P2T, 2P2T) L \ntb
FEATURES SPECIFICATION

Contact Rating  0.1A, 12V DC
Contact
Resistance 0ol s
Insulation .
Resiererss 100MQ min. 500V DC
Dielectric .
Strength 500V AC/1 minute
Operating Force 200+150gf
Travel 2mm
Operating Life 10,000 cycles
Operating Temp. -10°C ~ +60°C
Storage Temp.  -20°C ~ +70°C
CIRCUIT
LSS22 LSS(A)12 LSSM(AM)12
(A)(AM)22
© ® ©
COM

? g © C%)M © © C%)M ©
R SRR
6 cﬁ A—-B A—-8

@ ® O

PACKAGE

<Bag>

LSS(A)12, 22: 1000 pcs

<Tube>

LSS[ 12, LSS[ ]2M, LSS[ |2L: 50 pcs
<Tape & Reel>

LSS12, 22-N,P,S,Q,R: 900 pcs
LSS12, 22-],M,L: 800 pcs

LSS12, 12-40-P, 22[1-40: 800 pcs
LSSM12-P, LSSM12-40-P: 800 pcs
LSSM12: 1000 pcs

LSSA(M)12, 22: 600 pcs

LSSA12, 22M,L-P: 600 pcs
LSSA12, 22R-P: 500 pcs

060 ||

L

=7

2.50 2.50

PART NO. H PART NO. L
LSS22 2.0 LSS22 3.0
1SS22-32 | 3.20 1SS522S 0.90
SS22-40 4.0 LSS22P 1.0
LSS22R 1.20
LSS22Q 1.50
LSS22N 1.80
LSS22M 2.20
LSS22L 2.50
3 § E
“To = T i
rs] %
2L -
“] 2.50 2.50
6-00.80

P.C.B. LAYOUT

DIPTRONICS



SLIDE SWITCH

Large-sized Type .
LSS series (1P2T, 2P2T) [ \208

LSS12

PART NO. H PART NO. L
LSS12 2.00 LSS12 3.0
LSS12-32 3.20 LSS12S 0.90
LSS12-40 4.00 LSS12P 1.0
LSS12R 1.20
LS512Q 1.50
LSS12N 1.80
LSS12M 2.20
LSS12L 2.50

240 |

2.50

¢

| | - .
00— : ! ‘ Il 030 -8
T o5 1250 330 T 3-20.80 ‘
220 1 290 330 ‘
e
P.C.B. LAYOUT
LSSA22
PART NO. | L
SsA22 | 3.0
LSSA22S | 0.90
[SSA22P | 10
LSSA22R | 1.20
[5S5A220 | 1.50
LSSAZ2N | 1.80
LSSA22M | 2.20
LssA22L | 2.50

6-90.80

R R
250 250 ) 0.50 130 jég\ ﬁ} {9

P.C.B. LAYOUT

www.dip.com.tw
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SLIDE SWITCH

SLIDE SWITCH

Large-sized Type .
LSS series (1P2T, 2P2T) [ \208

LSSM12-P

350
1.50
]
H
L
[TY
0.30

t—1
E%
t—1

P.C.B. LAYQUT

LSSAM22-P

+l |
W
19011

E-T
=
*

]
-4

AE:]

L 3.50 Lzoo
L
EHH—
K L
—
—

~
W
S

P.C.B. LAYQUT

0.80
N
‘
i
o U
o0
&
2 .
o

s, DIPTRONICS



SLIDE SWITCH

Slide T
SD12 series (1p3T) VT

FEATURES SPECIFICATION
% 1 ;‘??‘Pm Zeilght Contact Rating  0.3A, 15V DC
x model Contact
3%8ingle side recoil Resistance e e
e Insulation .
2 APPLICATION Resictance 10MQ min. 100V DC
»Remote control Dislectric )
s Consumer electronics Strength 100V AC/1 minute
*Instrumentations Operating Force 150+100gf
SD12 Travel 1.5mm
Operating Life 5, 000 cycles
Operating Temp. -10°C ~ +60°C
Storage Temp.  -25°C ~ +85°C
CIRCUIT
HOW TO ORDER
SD12- -V- ®© ® © @ ©
TT COM COM
Package: ? ! [ [ ?
T/R=Tape & Reel 5
—
RoHS & Lead Free Solderable
_ , PACKAGE
Poles-Positions: R=Recoil on the Right <Tape & Reel>
1P3T ) 3000 pcs
JBend — With Post

SD12-LPR ‘

WITH DETENT] 1.5Q | 1.5Q |[MOMENTARY

9.90 o
o I . , .=
= B
| ! _ -
] S=}
80.75 P.C.B. LAYOUT
6.00

www.dip.com.tw
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SLIDE SWITCH

SLIDE SWITCH

Recoil & SMT Type 2= | s
SERIES (1P2T)
FEATURES SPECIFICATION
%2.0mm height Contact Rating  25mA, 24V DC
s 1P2T model Contact
s%Reflow solderable Resistance oo} e
APPLICATION msulation 100MQ mi
Resistance min. 500V DC
% Remote control ; ;
- Dielectric .
SS3-H ( 3% Consumer electronics Strength Y A(CH) it
: s&Instrumentations ! 100gf min./350gf max.(Detent Type)
Operating Force. 201 h0gf(Recoil Type)
Travel 2mm
Operating Life 10,000 cycles
SR Operating Temp. -20°C ~ +70°C
Storage Temp.  -40°C ~ +85°C
HOW TO ORDER CIRCUIT
$S3 - otl-ti- con
®®O
Poles-Positions: PDacléage: ? ?
1P2T =Bag
B=Tube<Only For Through Hole> % b
[J=Without Recoil T/R=Tape & Reel <Only For S.M.T>
N=With Recoil
V=RoHS & Lead Free Solderable
["]=Horizontal Actuation Q=Halogen Free m
P=Vertical Actuation <Bag>
- _ — Operation Force: 2000 pcs
g;v\\ll\il&hggtsf’ost []=350gf(For Detent Type) <Tube>
F=150gf 53 pcs

H=Through Hole —
=S.M.T.

[ =Without Recaoil

S=With Single-Side Recoil

—— [|=Actuator on the Left
C=Actuator on the Right

<Tape & Reel>
SS3-CM: 1900 pcs
SS3NP: 1000 pcs

SS3-H
3N
® ‘L©o.5o
- 5o 2.00_ TRAVEL
. lo b
oy - |
o | [
i 2 OJ T =i o 2.00__2.00
- A J " 3-90.60 7 B
T L2.00 2.00_|_2.00 P.C.B. LAYOUT
8.85
SS3N-MS |
O o 8
=) ;F
2.00_ TRAVEL .
0.60 150 8 b
g M
i : |
| : |1 1]
i

1.00

p.C.B. LAYOUT

s DIPTRONICS



SLIDE SWITCH

SSS SERIES

SS3NP-MS

Recoil & SMT Type
(1P2T)

H? Rotts
lalogen Free Gompllai

u/y

th ]
4.70

i Tl a
o e o s
0.50 -
0.60 1.50 2,00 _ TRAVEL
a b
7 |

P.C.B. LAYOUT

SS3P-H

0.60

0.25

1.50

P.C.B. LAYOUT

S§S83-CM

~
o
S
0,

0.6

3.00

2-9¢0.80

]
+—+
ja=
+—+

P.C.B. LAYOUT

www.dip.com.tw
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SLIDE SWITCH

168

SLIDE SWITCH

S94 series

<

#Instrumentations

J
SS4-CMS2
HOW TO ORDER
ss4-JJJLILI-L]-
Package:
=Ba
Poles-Positions: BD=Tub%
4=1P3T =
T/R=Tape & Reel <S.M.T. Only>
[_J=Horizontal Actuation _
—\Verti : V=RoHS & Lead Free Solderable
P=Vertical Actuation Q=Halogen Free
cm;:m{}]hg%tstp%t Operation Force:
[[]=3509f (For Detent Type)
H=Through Hole — F=150gf (For Double-Side Recoil &
M=S.M.T. Without Recoil Type)

[“J=Without Recoil
S=Single-Side Recoil (Left)
S2=Double-Side Recoil

—— [ ]=Spring On The Left
C=Spring On The Right

Recoil & SMT Type Hé nots
(1P3T) e Compliant
FEATURES SPECIFICATION

#2.0mm height Contact Rating ~ 25mA, 24V DC

s 1P3T model Contact

s%Reflow solderable Resistance oo} e
APPLICATION msdlation " 100MQ min. 500V DC
»Remote control Dielectri )

s Consumer electronics S{fe?](;{ﬁc 500V AC/1 minute

100gf min./350gf max.(Detent Type)

ting F
Operating Force | -7 00gf (Recoil Type)

Travel 2mm
Operating Life 10,000 cycles
Operating Temp. -20°C ~ +70°C
Storage Temp.  -40°C ~ +85°C
CIRCUIT
COM
® © o
—
Q——=b=—=c¢

PACKAGE
<Bag>
1500 pcs
<Tube>
38 pcs
<Tape & Reel>
1900 pcs

$S4-H ———++ o
%: = ——j;% g
w w I
® © Jo
1.50
. 2.00 \ 2.00
0.60 TRAVEL = - -2 TRAVEL
. Bl
g |
IEE |
=iy i
2.00
P.C.B. LAYOUT
SS4-CMS
0.60 2.00 4.00 2.00
. i i
I < = ° 200_| lonf 100
‘ H 3 B Z— +— M
0.25 — 10.20
P.C.B. LAYOUT
DIPTRONICS



SLIDE SWITCH

S94 series

SS4P-HS2

Recoil & SMT Type s
(1P3T) [ \ 08
A e ; = : °
%jAQ———— Ik
1.50 %
TRAVEL2.00 2.00 TRAVEL
fo’

—-t— |

&

1 ‘ ‘
‘ ‘ = ‘ ‘ ‘ ‘ 4.00
: I | o |||® 4-90.60 :
0.25 200, =200y P.C.B. LAYOUT
1.75
SS4-CM === el —
st o
rTEEEET
T o -
(=]
0.60 2 - 2.00 4.00 2.00
. TRAVEL2.00 [T | . 2.00TRAVEL : :
o ] e
. | | |
EW ! |
S N |
T T T o
i I i l a .
é | g . % B ] - |
! o i ~ i
MR T
e 2.00 2.00 »’J
12.50

P.C.B. LAYOUT

www.dip.com.tw
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SLIDE SWITCH

170

SLIDE SWITCH

MSS(3)(4) series

Miniature & SMT Type
(1P2T, 1P3T)

e
lalogen Free Compliant

MSS4

MSS3

HOW TO ORDER

Package
T/R=Tape & Reel

Q=Halogen Free

[=With Post

— Poles-Positions:
3=1P2T
4=1P3T

V=RoHS & Lead Free Solderable

FEATURES
$%1.4mm height
$X1P2T, 1P3T models
% Stroke 1.5mm

APPLICATION
s%Remote control

$% Consumer electronics
s% Instrumentations

N Without Post (Only For MSS3 Type)

SPECIFICATION

Contact Rating

Contact
Resistance

Insulation
Resistance

Dielectric
Strength

Operating Force

Travel
Operating Life

Operating Temp.

Storage Temp.

CIRCUIT

25mA , 24V DC

70mQ max

100MQ min. 100V DC

100V AC/1 minute

150£100gf (1.47N+0.98N)
A->B 150+100gf (1.47N+0.98N)
C->B 150+100gf (1.47N+0.98N)
B->C 200+150gf (1.96N+1.47N)
B->A 200+150gf (1.96N+1.47N)
1.5mm

10, 000 cycles

-20°C ~ +70°C

-40°C ~ +85°C

MSS3

MSS4

PACKAGE

<Tape & Reel>

2500 pcs

o
X
o
0.20
S 3.00 . 1.50
S 0.75 -
0.70
(o)
n
1.10
P.C.B. LAYOUT
MSS4 =
3.00 1.50 S
g 0.40 0.20
[©f® [IOf® l
DIP g =B
. ) g -
| | | 3.00 . 1.50
P 3 D g | o0
TRAVEL 1.50 ‘_ = J 1.50 TRAVEL W e
1.30 ] |
g T j
! i 0.50
ETJ $0.80 =
5.00
9.70
P.C.B. LAYOUT
DIPTRONICS




SLIDE SWITCH o
Miniature Travel & SMT Type

(2P2T, 1P4T)

e
lalogen Free Compliant

MSS(6)(14) series

FEATURES SPECIFICATION
~ 2% 1.4mm height Contact Rating ~ 25mA , 24V DC
°>:<2P2T, 1P4T models Contact 70mQ max
% Stroke 1.5mm Resistance
Insulation .
‘ APPLICATION Resistance 100MQ min. 100V DC
’ s% Remote control g{re;,?\cmc T —
. . gth
(i MSS14 % Consumer electronics
% Instrumentations 200£150gf (1.96N+1.47N) MSS6
* A->B 150+100gf (1.47N+0.98N)
D->C 150+100gf (1.47N0.98N)
Operating Force B->C 200+150gf (1.96N+1.47N)
MSS6 C->D 200:150gf (1.96Nx1.47N) MSS14
C->B 200+150gf (1.96N+1.47N)

B->A 200+150gf (1.96N+1.47N)

HOW TO ORDER Travel 1.5mm
Operating Life 10, 000 cycles
MSS - - Operating Temp. -20°C ~ +70°C
Storage Temp.  -40°C ~ +85°C
Package:
T/R=Tape & Reel CIRCUIT
é=l§|oll-ls & LFead Free Solderable MSs6 MSS14
=Halogen Free
: ® 9 0
Poles-Positions: CP @ @ @ @ @
6=2P2T
14=1P4T a=—=b
(5 ﬁ g=—=b=-c-=d
COM
® ® ®
PACKAGE

<Tape & Reel>
MSS6: 1400 pcs
MSS14: 2500 pcs

0.20 3.00
0.75 150
0.70
1 3 |
(=)
P Bm m mg
| § O o
ok e ﬁ m im mg
S - '
O ? 3.00 2-90.90
Ll:l{ o0 - 6.30 '
T 90.80 0.50
Lﬂ_} P.CB. LAYOUT
6.70
MSS14 S
1.50 0.75 0.40 0.20
@[l e[ ©ff Pf] ©f] @]
1T I pipl T
I
! i ‘ I ' 3
‘ | 34 R 0.40
% S
1950 1.5 [71.50
) [ # !
¢L S S——
- |
+ T +
ET:J 90.80 & o
5.00
1130

P.C.B. LAYOUT

www.dip.com.tw

HOLIMS 3AI1s



SLIDE SWITCH

SLIDE SWITCH Slide Type
SC12P series (1P21)

H? Rotts
lalogen Free Gompllai

FEATURES
$%3.0mm height
$%1P2T model
APPLICATION

s%Remote control

% Instrumentations

$% Through hole type

$% Consumer electronics

SPECIFICATION
Contact Rating  0.3A, 10V DC

Contact

Resistance Sl

Insulation .
Resiererss 100MQ min. 500V DC
Dielectric .
Strength 500V AC/1 minute

Operating Force 100~300gf
Travel 2.5mm

SC12P
Operating Life 10, 000 cycles
Operating Temp. -10°C ~ +60°C
Storage Temp.  -20°C ~ +75°C
CIRCUIT
HOW TO ORDER
SC12P- ® ©
T COM
Package: ?
T/R=Tape & Reel
a=—=b
é=RoHS & Lead Free Solderable
=Halogen Free
I PACKAGE
Poles-Positions:
1P2T Terminal Length: <Tape & Reel>
A=2.50mm 650 pcs
With Post—— B=1.20mm
C=1.00mm
D=0.80mm
SC12P
8.00
0.70
T ' T
‘ z
=
& ‘ ] 2 PART NO.| L
o
SC12P-A| 2.30
SC12P-B| 1.20
SC12P-C| 1.00
SC12P-D| 0.80

0.30 L 8.00 J

P.C.B. LAYOUT

., DIPTRONICS



SLIDE SWITCH

Recoil Type Hé \"9:
SERIES (1P2T)
FEATURES SPECIFICATION
*%2.0mm height Contact Rating  0.3A, 4V DC
s 1P2T model Contact
3% Stroke 2.7mm Resistance )
APPLICATION msdlation " 100MQ min. 100V DC
»Remote control Dislectri )
SSS-12R s Consumer electronics S{fe?](;{ﬁc 100V AC/1 minute
*Instrumentations Operating Force 180+70gf
Travel 2.7mm
Operating Life 10,000 cycles
Operating Temp. -10°C ~ +60°C
SSS-12LG Storage Temp.  -20°C ~ +75°C
HOW TO ORDER CIRCUIT
§$SS-12 -[]- $5S-12R (® ® 0)
COM  COM

Poles-Positions:
1P2T

L=Actuator on the Left
R=Actuator on the Right

Package:
T/R=Tape & Reel

V=RoHS & Lead Free Solderable
Q=Halogen Free

[=Without Ground Pin

$SS-12L ()

S S

b

©

[
(o)
=
[
(e
=

-—0 ©

o

G=Ground Pin
gm——=b
PACKAGE
<Tape & Reel>
2000 pcs
11.00

S§S8S-12R

3.00

T e
W® W'W© W@

1.50 3.00

10.50

3.00

1.50 3.00

D@D W Bt
e o ~~$~ —+
| 130 | | & ‘ | 2-095
RAVELS 2.70 % 2 EJ Joo | D &
- . : [ T f © 10.10
S g l—lﬂ—h E% MA i L S ‘ 13.40 ‘
| E— oo S= wso & P.CB. LAYOUT
‘ 11.00
$88-12LG 3.00 _ 150 3.00
R N
1®_ [opo [
fffffff Taat,

()
-
250 |

0.50

P.C.B. LAYOUT

www.dip.com.tw
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SLIDE SWITCH

17

SLIDE SWITCH

NSS P Xarasb
SERIES (1P3T) gamng
FEATURES SPECIFICATION
~>:>§1SI_°3T mqéiel it Contact Rating  0.3A, 4V DC
% Single-side recoil type Canize
s%Reflow solderable Resistance ool
APPLICATION msdlation " 100MQ min. 500V DC
ot »Remote control Dislectric )
s Consumer electronics Strength 500V AC/1 minute
NSS13-LC #Instrumentations 320+150gf (ON-TEST)
Operating Force 320+150gf (OFF-ON)
500+100/-200gf (ON-OFF)
2mm (ON-TEST)
Travel 4mm (OFF-ON)
TR 4mm (ON-OFF)
Operating Life 10, 000 cycles
HOW TO ORDER Operating Temp. -20°C ~ +70°C
NSS13- - - Storage Temp.  -40°C ~ +85°C
CIRCUIT
Package:
» T/R=Tape & Reel NSS13-LC NSS13-RC
Poles-Positions: TEST] coM
1P3T RoHS & Lead Free Solderable O 0O 06 0
L=Spring On The Left —Wi
R=Spring On The Right C=With Post ? ? ‘—? ? ? h ? ?
L] L]
<= =
(O] o coul[ON
@® 0O O® ©O
L] L]
4= = = =
COM CoM
@® 0O O® ©O
PACKAGE TTAT TR
<Tape & Reel> L] L]
800 pcs oy —
NSS13-LC
5.70 5.70 )
1.80 3.20
‘ ‘ 0.20
o_lle] (e 1 7
| | | |
g m T T f T T U]
-0 DIP; \V | +—
1] PN o (]
1.5&' 0.40
2.40
14.90 ‘ 5.70 5.70
1690 ‘ r@._ﬂj EY
i l g m m ! m | 8
| I | g
‘ i o & 2-91.30 ‘
| ‘ T ‘ | ‘ o~
::: | L.J ‘ 11.40 ‘
91.20 13.90
L 11.40 J 18.90
P.C.B. LAYOUT
4 DIPTRONICS




SLIDE SWITCH

NSS series

NSS13-RC

X\t
omplial
LEAD FREE

a)
2.40
14.90
16.90
|
‘ 3
1 il L
‘ w CJ
91.20
- 11.40 ‘

g
=

&7
4}

P.C.B. LAYOUT

HOLIMS 3AI1s
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SLIDE SWITCH

SZS SERIES

Double-Side Recoil Type

(1P2T, 1P3T)

e
lalogen Free Compliant

FEATURES SPECIFICATION
#2.0mm height Contact Rating ~ 300mA, 4V DC
¢ Double-side recoil Contact
3% Stroke 1.5mm Resistance )
i Insulation .
APPLICATION Residtance 100MQ min. 100V DC
»Remote control Dislectric )
3 s Consumer electronics Strength 100V AC/1 minute
> *Instrumentations Operating Force 100£50gf
S25-B15LC Travel 1.5mm
Operating Life 50, 000 cycles
Operating Temp. -30°C ~ +80°C
Storage Temp.  -40°C ~ +90°C
CIRCUIT
HOW TO ORDER
S2S- DD D - - S2S-A S2S-B
® © ® © ©
Package: ? ? ? ?
T/R=Tape & Reel
V=RoHS & Lead Free Solderable - = - =
Q=Halogen Free
Poles-Positions: CEWithout P PACKAGE
A=1P2T =Without Post o b
B=1P3T C=With Post <Tape & Reel>
2000 pcs
R — L=J Bend
Actuator Length: F=S.M.T. Flat
25=2.50mm
T
o
E
=
»
w
=]
-
%)
S2S-A[ ][ F. 11.60
050 10.40 700 PART NO. H
T - S2S-A15F | 1.50
m@ m © = S25-A25F | 2.50
| h | | b
o ; } : H——T—F 0
- %H» = H;EE% e & o
! A S
| FD < 080
I 3
1 i I A5
! 0.60 :
1.50 -
1.75 E]
) 1.00
A b f T 10.40
N I S
| ~
T
— 084 P.C.B. LAYOUT
S2S-B|[]LC 11.60
b PART NO. H
0.50 2.00 0.58 — -
-t $25-B15LC| 1.50
M@ | M© < %I S25-B25LC|  2.50
| | h | | b -

0.

wa
400511

—J 1 H
]

P.C.B. LAYOUT

.+, DIPTRONICS
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